
• WindDiffuser™ 
Extremely silent through wing shaped profile in 
combination with structured rubber-insert. 
Thule WingBar generates 90% less sound energy 
compared to Thule AeroBar (860-869) 

• SmartSlide™ 
Easy to use through innovative length scale list 
(utility patent pending)

• TrailEdge™ 
Design registration of profile trailing edge using  
sharp corner to promote clean air release. This 
design helps to reduce wind drag and improve 
fuel economy

•  WingPlug™ 
Easy fixation of accessories through top T-track 
& innovative end plug.

• Excellent Aerodynamic properties, drag force 
is reduced with 55% vs. Thule AeroBar (860-
869).

• Smoothly curved Aerodynamic profile for best 
appearance. 

•  Designed for the high standards of the 
automotive industry, the Thule WingBar has a 
maximum load of 100kg and is ISO City Crash 
& TÜV GS approved.

• Fits all Thule Rapid System load carrier feet

• To maximize car fitting and bar flexiblillity the 
length of underside T-track is increased with 
50mm/side. vs. Thule AeroBar (860-869)
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TECHNICAL DATA
Maximum load ....................................100kg  
Feet compatibility ...............................751,753,754,757,775,9512,9522,9531,4900-4903 

THULE NUMBERS WingBar 960 WingBar 961 WingBar 962 WingBar 963 WingBar 969
Shor no 960 961 962 963 969
Long no 960100 961100 962100 963100 969100
Bar length cm 108 118 135 150 127 

PACKAGING INFO     
LxWxH cm 109,6x9,7x8,6 119,6x9,7x8,6 136,6x9,7x8,6 151,6x9,7x8,6 128,6x9,7x8,6
Product weight kgs 2,4 2,6 3,0 3,3 2,8 

PALLET SPECIFICATION     
LxWxH cm (incl pallet) 120x80x105 120x80x105 152x80x105 152x80x105 133x80x105
Weight kgs (incl pallet) 224 242 275 303 260
Pcs. per pallet 88 88 88 88 88
     

EAN CODES 7313020055336 7313020055619 7313020055626 7313020055640 7313020055657

WINGBAR PREMIUM DISPLAY UPDATE 1: 9000-99-32

WINGBAR PREMIUM DISPLAY UPDATE 2: 9000-99-33

WINGBAR BASE DISPLAY UPDATE: 9000-99-34
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